


Company Name AJU INDUSTRY (CAMBODIA) CO., LTD

Establishment 23-July , 2010

Representative CHOI HYUN

Address
Kantork Cheung Village, Sangkat Kantork, Khan 

Porsenchey, Phnom Penh

Investments U$ 3,000,000

Main Products
Concrete Electric Pole (Square / Round) , Concrete Pile, 

Concrete Pipe , Ready  Mixed Concrete

Overview

Production Capacity

Land Size 26,600 ㎡

Production Capacity

(Electric Poles)

Square 108 Poles/day

Round 48 Poles/day

B/P Production Capacity 120 ㎥/hr

Storage Yard 9,000 ㎡

Raw Materials 

Storage Capacity

Cement 150 TON

Gravel 400 ㎥

Sand 400 ㎥

Water 200 TON

Admixture 10 TON

Electricity Capacity 400KVA



Main Products – Concrete Electric Pole

Description
Dimension of Pole Weight of 

Pole
(Ton)

Safety 
FactorTop

(mm×mm)
Bottom

(mm×mm)

Square 
Pole

9M S-Type (2 kN) 130 × 160 240 × 300 0.9 2.5

9M A-Type (5 kN) 170 × 240 260 × 340 1.3 2.5

9M T-Type (8 kN) 190 × 280 310 × 430 1.3 2.5

12M S-Type (3 kN) 150 × 200 260 × 400 1.7 2.5

12M A-Type (6 kN) 170 × 240 360 × 480 3.0 2.5

12M T-Type (9 kN) 200 × 300 360 × 480 3.0 2.5

14M S-Type (4 kN) 150 × 200 280 × 400 2.1 2.5

14M A-Type (6.5 kN) 170 × 240 360 × 480 3.5 2.5

14M T-Type (10 kN) 210 × 320 360 × 480 3.5 2.5

Description
Diameter of Pole Weight of 

Pole
(Ton))

Safety 
FactorTop

(mm×mm)
Bottom

(mm×mm)

Round
Pole

9M S-Type (2 kN) 160 280 0.6 2.5

9M A-Type (5 kN) 190 310 0.9 2.5

9M T-Type (8 kN) 190 310 0.9 2.5

12M S-Type (3 kN) 190 350 1.15 2.5

12M A-Type (6 kN) 230 390 1.65 2.5

12M T-Type (9 kN) 230 390 1.65 2.5

14M S-Type (4 kN) 190 377 1.4 2.5

14M A-Type (6.5 kN) 270 456 2.7 2.5

14M T-Type (10 kN) 270 456 2.7 2.5



Raw Materials

Description Origin Specification

Cement Kampot Original Portland Cement Type Ⅰ

PC-Wire China JIS G 3536

PC-Bar China JIS G 3137

Cold Drawn Wire China

Coarse Aggregate Kampong Speu Maximum size 20mm

Fine Aggregate Phnom Penh River Sand

Admixture Korea PC Type / WR 7004

Performance
Year Customer Project Qty (pcs) 

2011 EDC 2011 - 871 PEAC 1,420
Private Sectors - 3,109

2012 EDC

2012 - 031 PEAC 2,507
2012 - 274 PEAC 1,290
2012 - 333 PEAC 990
2012 - 478 PEAC 3,251

Private Sectors - 7,535

2013 EDC
2013 - 711 PEAC 7,523
2013 - 790 PEAC 500
2013 - 791 PEAC 480

Private Sectors - 6,458

2014 EDC 2014-384 PEAC 1,200
Private Sectors - 15,872

2015 EDC 2015-166 PEAC 162
2015-379 PEAC 1760

Private Sectors 10,658

2016 EDC
2016-366 PEAC 4,090
2016-786 PEAC 4,085
2016-157 PEAC 3,737

Private Sectors - 25,397

2Q, 2017 EDC

2017-634 PEAC 11,526
2017-1227 PEAC 3,800
2017-2144-PEAC 500
2017-744 PEAC 7,337

Private Sectors - 12,128



Laboratory

Name Description

Compression Testing Machine 2000 kN

Universal Testing Machine 1000 kN

One Shaft Paddle Mixing 60ℓ

Bending Testing Machine Dynamometer 
(Hook scale)

Slump Test Set 2 set / steel

Air Entrainment Meter 7 ℓ

Mortar Mixer 4.7 ℓ

Aggregate Specific Gravity Test 1 set

Volimetric Sieve Shaker 1 machine

Aggregate Abrasion Tester 1 machine

Aggregate Sieve Shaker 1 machine

Drying Oven 1 machine

Washing Standard Sieve Φ300 #4,30,200

Bending strength testing Steel tensile strength testing

Concrete compressive 
strength testing

Appearance inspection &
materials testing



Production Equipment

Item Description

Mixer Twin shaft Mixer /  37kw*4p+Reducer1/30 - 2 Set

Weigher

Full Load-cell type(3-point)

Gravel+Sand Belt weighing 6000kg

Cement 1000kg

Water 600kg

Admixture 20kg

Controls Computerized Automatic Batch / Control System with MCC power panel

Cement Silo System Size : ø3300 * 21995mmH

Pretension Machine Capacity : 100ton / Hydraulic Pump : 250kg/㎠ pressure

Gantry crane Type : Double girder , Double Rail Hoist Type / Capacity : 5ton×3

Heading Machine Model : THM-11  / Type : Direct heating & pressing type

Winding Machine Type : Manual winding  / Winding method : motor drive(1.5kw*1/30)

Cage Forming Machine Type : Manual winding / Length setting : motor drive(2.2kw*1/30)

Mould for Pole Rectangle : 60 EA / Circle : 40 EA

Truck-Scale Capacity : 60ton 

Air Compressor Air Compressor 15kw -2set 

Concrete Pouring System 1.5㎥ Dry volume

Spinning Machine Diameter 190 – 14ML / 37kw DC motor / 2SET

Curing Room 10 ton × 2SET

Boiler 2.5 ton/hr (Steam) / 10.0 kg/㎠ (Pressure)











Kantork Cheung Village, Sangkat Kantork, Khan , 
Phnom Penh, Cambodia
088 830 8395 / 012 680 546 (kr)
@aju.co.kr /    www.aju.co.kr

mailto:031101@aju.co.kr
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